
How to make your own adjustable batting tees 

Parts List   Tools Needed 

1 1/4 in Rubber Leg Tips   Drill 

7/8 in Rubber Leg Tips   1 inch spade drill bit 

3/4 in Rubber Leg Tips   1/2 in spade drill bit 

1 in Galvanized Floor Flange 
  

Heavy duty scissors for cutting the     
inner tube 

1 in x 12 in Galvanized Steel Pipe Nipple   Razor knife 

2 ft long piece of 3/4 in Poly pipe            Rubber mallet 

2 ft long piece of 1/2 in Poly pipe            Tape Measure 

Roll of general purpose Duct Tape            Pencil 

Roll or vinyl electric tape            Saw to cut the PVC pipe 

1 - 15 in heavy duty tire tube(lawn tracker) –  
You will get about 8 tees from each tube     

4 Size 10 1 inch wood screws to attach the floor  
flange per tee     

1 piece 3/4 thick x 12 in square piece of  
plywood     

 

1. After cutting the plywood into a 12 inch x 12 inch square, mark the middle of the square with a pencil 

2. Attach the 1 inch galvanized floor flange to the middle of the plywood using the woodscrews. This creates the 

tee base. 

3. Screw the 1 inch x 12 inch galvanized steel pipe nipple to the base 

4. Cut the 2 foot x ¾ inch PVC pipe into the desired length. I typically go 3 inches above the top of the steel pipe for 

little league size but you could cut the pipe longer for older players and taller tees. This will slide into the 

galvanized steel pipe. 

 
 

 



5. With the drill and the 1 inch spade bit, drill out the center of the 1 ¼ inch rubber leg tip. You may need to fine 

tune the opening in the rubber tip using a knife. Scrape off a little at a time until the ¾ inch PVC pipe is snug but 

can still slide up and down. 

6. Using the rubber mallet, hammer the 1 ¼ inch rubber leg tip over the top of the galvanized steel pipe. 

7. Around the bottom of the ¾ inch PVC pipe, wrap the duct tape around the bottom of the pipe 2 times and insert 

it into the steel pipe through the rubber leg tip. It should be snug but still move up and down with friction 

holding it in place. Use the rubber mallet to tap it through the rubber leg tip. 

 
8. Cut the 2 foot x 1/2 inch PVC pipe into the desired length. I typically go 4 inches above the ¾ inch pipe for little 

league size but you could cut the pipe longer for older players and taller tees. You want to have at least 4 inches 

above the ¾ inch PVC pipe when it is inserted into the ¾ inch pipe and touches the wood base.  

9. With the drill and the 1/2 inch spade bit, drill out the center of the 7/8 inch rubber leg tip. You may need to fine 

tune the opening in the rubber tip using the knife. Scrape off a little at a time until the 1/2 inch PVC pipe is snug 

but can still slide up and down. 

10. Using the rubber mallet, hammer the 7/8 inch rubber leg tip over the top of the ¾ inch PVC pipe 

11. Around the bottom of the 1/2 inch PVC pipe, wrap the duct tape around the bottom of the pipe 1 time and 

insert it into the ¾ inch PVC through the rubber leg tip. It should be snug but still move up and down with 

friction holding it in place. 

12. On to the top of the ½ inch PVC pipe, tap on the ¾ inch rubber leg tip with the mallet. This is used to protect the 

rubber top of the tee from splitting and to create a cup for the ball when the piece of inner tube is attached. 

 
13. Using the heavy duty scissors or knife, cut the inner tube as close to the valve as possible so it is easier to work 

with. 

14. On the inside part of the inner tube, put a mark that is about 3 ½ inches long. In the picture below I used a piece 

of duct tape to mark a straight line to the outer edge of the inner tube. This should make the outer edge about 8 

inches long. This cut will make two baseball tee tops. 

 



15. Cut the piece from the inner tube and then cut the tube at both the inner and outer edges to make two tops. 

16. Attach a piece of duct tape below the ½ inch PVC pipe rubber leg tip to use as a marker for attaching the rubber 

tee top. 

17. Starting with smaller end of the rubber inner tube part, start wrapping the inner tube at about the middle of the 

duct tape. Be sure to keep the bottom of the inner tube part in line with each other to create a natural cone. 

18. Using the Vinyl tape, attach the rubber to the tee. Start at the bottom where the Duct tape is showing and work 

your way up. You will want to wrap the tape to the top of the rubber tip of the ½ PVC pipe. I typically do 2 to 3 

times around. 

19. Trim off the top to make it all level 

 

 

Adjusting your tee – After some heavy usage, the duct tape attached to the PVC pipes can come loose. Simple pull 

the PVC out and put on a new piece of tape. 


